
Piston range 30.08.2007

Transportables  Direct coupling

Type Power Electric FAD FAD Receiver Pressure Cylinder RPM Diameter Weight Dimensions
supply connection

hp m3/h cfm litres bar cast iron kg mm

Oil free-Portable
CLS610 1,5 230 V 1 ph 7 4 6 8 1 2450 1/4" 10 280x467x390
Lubricated - Portable 
CLT062 2 230 V 1 ph 9,1 5 6 8 1 2850 1/4" 18 480x285x450
Lubricated on wheels
CLT011 1,5 230 V 1 ph 9,1 5 10 8 1 2850 1/4" 25 370x320x690
CLT022 2 230 V 1 ph 9,1 5 24 8 1 2850 1/4" 27 615x255x275
CLT023 3 230 V 1 ph 18,8 11 20 10 2 2850 1/4" 44 790x520x430
CLT052 2 230 V 1 ph 9,3 5 50 8 1 2850 1/4" 36 750x310x660
CLT053 2,5 230 V 1 ph 11,3 7 50 8 1 2850 1/4" 33 755x320x695
CLT054 3 230 V 1 ph 18,8 11 50 8 2 2850 1/4" 62 1070x320x730
CLT102 2 230 V 1 ph 9,1 5 100 8 1 2850 1/4" 44 1200x400x850


